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MODULAR BULLET TRAP

FOR SHOOTING RANGES

FEATURES
. SUITABLE FOR: PISTOL AND RIFLE SHOOTING
= INDOOR/OUTDOOR USE: SUITABLE FOR BOTH INDOOR AND OUTDOOR SHOOTING RANGES
. EASY MAINTENANCE: REGULAR CLEANING AND INSPECTION
= MATERIAL: STEEL CONSTRUCTION, GRANULATED RUBBER
. IMPROVED SAFETY: MINIMIZES THE RISK OF RICOCHETS AND LEAD DUST EXPOSURE
. LONG-LASTING: DURABLE CONSTRUCTION FOR EXTENDED PRODUCT LIFE
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OVERVIEW

. The TTS Bullet Trap system is an advanced and versatile bullet containment system
designed to ensure safety and optimize performance in shooting ranges. Utilizing
high-quality rubber granulate material, this trap effectively captures and contains
bullets, reducing ricochets and lead dust dispersion.

. Its modular design allows for easy installation and customization to fit the specific
needs of various shooting range setups. The trap is suitable for both indoor and
outdoor ranges and is engineered to handle a wide range of calibers, making it an
ideal choice for firearm training, law enforcement practice, and recreational shooting
activities.

PRoDUCT DESCRIPTION

. The trap incorporates a special rubber granulate composition that effectively stops
and captures bullets upon impact. This prevents lead and other dangerous particles
from spreading and minimizes the risk of ricochets, enhancing overall safety for
shooters and range personnel.

. The rubber granulate material used in the trap is engineered to handle a wide range
of calibers, including handguns, rifles, shotguns, and other small arms ammunition. It
can safely contain bullets from small-caliber handguns to high-velocity rifle rounds,
making it versatile for different shooting activities.

. The rubber granular media consists of chopped rubber which is predominately free
of any cording, threads, fibers, or steel belting pieces.

SPECIFICATIONS
. Size: Varies based on the selected configuration
. Weight: Varies based on the selected configuration

CALIBER COMPATIBILITY

. Standard models are capable of capturing handgun, shotgun (shot and slug
included), and rifle (fully automatic and armor piercing included), jacketed, semi-
jacketed and non-jacketed rounds. This includes rounds up to .308 caliber/7.62mm,
including M16/.223 caliber/5.56mm rounds with velocities of 900-3600 ft/sec (274-
1097 m/sec) and up to 3600 ft-Ibs (4880 N-m) of energy, excluding incendiary/tracer
type rounds.

INSTALLATION

. The TTS Bullet Trap consists of several elements that can be easily fit together,
allowing for easy assembly, disassembly, and customization of the bullet
containment area. Each individual element provides flexibility in creating different
trap configurations.

. The TTS Bullet Trap is a self-supporting trap assembled entirely by mechanical
fasteners. The overtrap replenishment bin is part of the trap’s frame support
assembly and does not require overhead support via chains/cables, bridging or rear
wall attachment. No on-the-job cutting or welding is required for assembly.

NOTE: THE TRAP SHOULD BE PROFESSIONALLY INSTALLED BY
TRAINED RANGE TECHNICIANS OR QUALIFIED PERSONNEL. PROPER
INSTALLATION ENSURES THE TRAP'S OPTIMAL PERFORMANCE AND
ADHERENCE TO SAFETY STANDARDS. THE TRAP IS DESIGNED TO BE
SECURELY MOUNTED AT THE END OF THE SHOOTING LANE TO
CAPTURE BULLETS EFFECTIVELY.
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